
Series 7010 

Compact electronic pin latch. 
Includes an integrated  
monitoring switch.

Series 7010
product specification

overview

This compact Electronic Latch allows controlled access to small 
enclosures with versatile mounting options. An integrated monitoring 
switch indicates whether the mechanism is locked or unlocked. Mode 
of operation can be changed securely in the field. 
Recommendations of a suitable power supply and access controller 
can be provided on consultation. 

 о Surface-mounted with multiple mounting options

 о Settings can be changed in the field for convenience

 о Low energy consumption

 о  Elongated holes for adjustable mounting

 о Four counter sunk mounting holes

Compact Latch solution for small enclosures.

Lock features

Technical data
Monitoring Built-in monitoring switch indicates 

latch is locked or unlocked

Power requirements 12V or 24V AC/DC

Materials Polycarbonate housing,  
zinc-plated steel locking pin

Finish Smooth black finish

Lock housing 48mm (D) x 42mm (W) x 20mm (L) 

CE tested Yes

IP rating No

Cycle testing 500,000 cycles

Holding force 113kgf (250lbf)

Mode of operation Fail unlocked or fail locked

Operating temperatures 10°C - 40°C (50°F - 104°F)

Fixing 4 x flush screws fit into counter 
sunk mounting holes


